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METAL STUDS 16 o.c
2" GYPSUM BOARD.
HEIGHT TO MATCH
ADJACENT STRUCTURE
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TELESCOPIC GYM BLEACHERS WITH
HANDRAILS TO BE INSTALLED WITH
SAFETY END CLOSURE. SEE PICTURE
VIEW 1-1

AREA=72'x 10'

NEW SCOREBOARD LOCATION
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NEW NODIFIED BITUMEN CAP SHEET

NEW SHEET METAL "CRAVEL-STOP” SET IN
NULTI-PURPOSE FLASHING
BEFORE STRIPPING
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NEW BULT UP ROOF SYSTEM

NEW FASTENERS AT APPROX. 3°
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NEW MIN. 2° ROOF INSULATION

NEW WOOD BLOCKING AS

GRAVEL STOP EDGE "™*
N.T.S. ;
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CONTRACTOR TO ADJUST HEIGHT OF FASCIA TO ACCOMMODATE
INSULATION AND BUILT UP ROOFING SYSTEM
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NEW REGLET SET INTO EXISTING MORTAR
JOINT, DO NOT REUSE EXISTING REGLET

@ DN

|_| NEW CAULKING

NEW COUNTERFLASHING
ANCHORED 8' 0.C. [203mm]
| NEW CAULKING

NEW_TERMINATION BAR FASTENED 8" 0.C. [203mm]
THROUGH BUTYL TAPE

REC STORAGE
391 @

NEW MODIFED VEVBRANE FLASHING PLY
9" NN, [228mm] ON AELD

NEW BASE FLASHNG PLY 6" NN,
[152mm] ON FELD

NEW CANT STRP

[203mm] NEW BUILT-UP ROOF SYSTEM

-AREA CONTANING ACM AS
NOTED BELOW
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BXIST. CONCRETE DECK'

NEW NIN. 2° ROOF INSULATION
ALL JONTS

FASTEN ACCORDING TO SPECIFICATION

REGLET MOUNTED COUNTERFLASHING
N.T.S.
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WOMENS LOCKER ROOM

SIM. (AS DIRECTED BY VA)

THE EXISTING PARAPET ROOF FLASHING IN 2 AREAS OF BUILDING 8 AND AT ALL
PARAPETS OF BUILDING 18 CONTAINS ASBESTOS MATERIAL ON TOP OF THE FORMED
CANT. THE FLASHING MATERIAL ON THE CANT STRIP SHALL BE REMOVED BY A ROOFER
WITH A NORTH CAROLINA ROOFERS ASBESTUS AWARENESS CERTIFICATE. THE ACM
SHALL GO INTO BAGS THAT ARE LABELED ‘ASBESTOS -NON FRIABLE' AND SHALL
DISPOSED OF. ROWAN COUNTY ACCEPTS ACM AT THE MAN LANDFILL
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MEN LOCKER ROOM
167
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@ GOAL TO HAVE A MOTORIZED HEIGHT ADJUSTER FOR
LOADS UP TO 600 lbs., LINEAR ACTUATOR TO ALLOW
TRAVEL UP T0O 24°. THE MOTORIZED HEIGHT ADJUSTERS
ASSEMBLY SHALL BE BOLTED IN PLACE AND EASILY TO
REMOVED FOR CONVERSION TO MANUAL OPERATIONS.

I

TETHER BALL, AND TENNIS POLE INSERTS TO BE
INSTALLED, SUBMIT FOR GOVT. APPROVAL

VOLLEYBALL POLES INSERTS TO BE INSTALLED.
FOR GOVT. APPROVAL

SUBMIT

WALL PADDING TO BE INSTALLED AROUND
NORTH/WEST/SOUTH WALL EXTERIOR FACING COURT AREA,

1/8'¢ 7x19 STEEL
GALVANIZED CABLE

yihal

1 HP 110V

CURTAIN

GROMMETS
18+ 0OC.

1/8" CABLE CLAMP
1 PER CABLE

1 5/8'¢ STEEL PIPE
BOTTOM BATTEN SPRING
LOADED

-

CABLE DRUM

OR
» 3 1/2" LD. PIPE

WEBBING:
1 172" OD. 11 GA. TUBING

SIDE BRACE:
2 174’ 0D, 14 GA. TUBING

JACKKNIFE (ADJUSTABLE>
2 1/4" OD. 14 GA. TUBING

2 1/2° 0.D. 13 GA. TUBING
/4" AIRCRAFT CABLE
(70004

HOWN WITH
A0136 RECTANGULAR
GLASS BANK (72 x 42

“~—PROVIDE NEW ALUM.
WINDOW SYSTEM

% ,,— EXISTING WINDOW SILL
TO REMAIN

EXISTING MASONRY
WALL TO REMAIN

SAFETY POST
(BY MANUF) X

NEW LAYOUT OF BASKETBALL COURT @
2 2
TYP.
EW 1-1 TYP.
ml
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RIGID FRAME MEMBER
BY OTHERS —| v |
_ ] = [ T
VA exstn wasonry
Z-BRACKET ASSY ¥3LlﬁEAM':\IIJNSTRUCTURE
PULLEY CLUSTER 1. SUPERSTRUCTURE SUPPLIED WINDOW FRAMES AND \_
FOR EXISTING CONDITIONS. SIZE WILL VARY FROM SAT\ISETL %LM%%%S;YD I —

CHAIN x 247 2. CONTACT DRAPER FOR NORTH, EAST, & WEST OPENING PRIOR TO |

4 MOUNTING DIMENSIONS A, B, C & D. ELEVATION. INSTALLING WINDOW I

HOLES OR SYSTEM, TYP.
TOP BATTEN CLAMP CLAMPS FOR gfm[é%gon?&gouam |
ASSEMBLY w/EYE BOLT E'T,"(‘)Eg '} I
S P B e LTV O WHOOHS [

: TOP-OF-T TO BE REMOVED.
4" 0D, 11 GA TUBING

OFFICE CEILING GRID AND TILES TO BE REPLACED WITH
NEW.

CEILING AND WALLS. APPLY NEW PAINT
FLOORING TO BE REPLACE wWOOD LAMINATE FLOORING
HANDRAILS AND PAINT.

PROVIDE NEW DOUBLE DOOR AND FRAME,
WIDTH TO BE 6 FEET

()
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CONTRACTOR TO CONSTRUCT CLOSET AND PROVIDE DOUBLE

GASKET
AROUND) C
SPRING LATCH WITH
INSIDE-QUTSIDE

HANDLES AND
PADLOCK HASP

COVER LINER

RED VINYL GRIP

AUTOMATIC HOLD
OPEN ARM AND
COVER RELEASE

BUILT-UP ROOF SYSTEM
\ 1* [25.4mm]
A FBERGLASS
5 T ACCESS
~ COR HATCH
HINGE
PR
1* [25.4mm] RGID
FEERBOND ROOF OVER EXISTING
INSULATION STORAGE AND FUTURE

. ENTRY.

ALL ELECTRICAL CONTROLS FOR GOALS, LIGHTS, A/C
UNITS, EXHAUST FANS, BLEACHERS, AND GYM DIVIDER
SHALL BE LOCATED IN THIS CLOSET.

PROVIDE REMOVAL POST FOR ENGINEERING KEY &
RECREATION KEY

@ INSTALL LADDER BOLTED TO THE WALL, ACCESS HATCH,
AND BUILT-UP ROOF SYSTEM.

ACCESS LADDER= OVERALL LENGTH NO LESS THAN 6'-3"
TOP AND BOTTOM RUNS NO LESS THAN 6’

NUMBER OF CLIMBING RUNGS NO LESS THAN 7

PARS OF 7" STAND-OFF BRACKETS: 2

FINISHED FLOOR TNSIONER s RENFORCED COMFOSTE SIDE MEMBER 2" x 2" x §"
77777 T s Ko T, NE o cour - chox
—1 ‘ TO MAIN STEM OF BACKSTOP WHICH [~ -~ NTEGRAL WTH ¥ CORRUGATED ROUND RUNGS 12" ON CENTER
ELIMINATES STRAIN ON BACKBOARDS. <= = CURB STEEL SAFETY POST COLOR YELLOW.
|_—METAL LADDER TO ALL ITEMS TO BE PROVIDED AND INSTALLED BY CONTRACTOR.
BE INSTALLED SUBMIT TO THE GOVT. FOR APPROVAL.
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